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CONTEMPRA™ Furniture

When ordering CONTEMPRA furniture for an installation it is
telpful to follow a. systematic procedure for listing and
specifying the units and accessories that will be needed.

One such procedure is suggested here:

Fisher Laboratory Furniture Division has prepared the
CONTEMPRA Laboratory Planning Kit as an aid for {abora-
tery planners. {Kits are available from any Fisher branch.) By
using the Planning Kit, you can plan the layout of your
faboratory and specify the furniture needed for it with the
sssurance that when your furniture is delivered, every unit will
fit smoothly into the place where you want to use it.

The kit contains graph paper on which you draw an
accurate floor plan of the laboratory on a scale of one-half inch
per  foot. Topview and elevation push-outs of the
CONTEMPRA units are printed to the same scale, so that each
unit will occupy exactly the same space on the plan that it will
require in the laboratory.

By arranging the furniture push-outs on the fioor plan,
you can try various combinations and arrangements of units.
uhtil. you have found the most convenient and economical.
{Detailed instructions for doing this are provided in the
Laboratory Planning Kit.) -

By following the procedure suggested below, step by
step, you can determine and specify everything you will need
in your CONTEMPRA furniture instaliation.

1. Make sure that all components in the installation are
iabeled with their proper catalog numbers on your plan of the
{aboratory. The catalog number of each base unit or assembly
and the code numbers of the drawers are printed on the
respective elevation drawings. You will have to add the other
components—work tops, service shelves, end caps, filler panels,
transition panels, etc.

2. Beginning at soma convenient starting point, number
each individual assembly consecutively. An assembly, In this
case, should include all the components that are used together:
for example, a base unit, its work top, any service fixtures to
be installed on the service shelving behind it, etc. Storage cases
mounted on the wall above the benches should be given
separate assembly numbers.

3. Using a sheet like the “"Sampie Assembly Qutline’’ list
the catalog numbers of the main components in each of the
aumbered assemblies on your plan of the laboratory. Don't
forget to specify the correct catalog no. for each cotor of
drower front. (If the specific grawer front catalog nos. are
not used, Fisher will supply slate gray drawer fronts.)

4. On another sheet make an itemized list of all the
aecessory  units shown on your numbered plan of the
installation—scctions of service shelving, service fixtures, end
caps, filler and oxiension panels, stools, chairs, office equip-
ent, ete. Total the aumber of uniis of each kind {with the
sama calalog number) in the compicte installation,

% Finaily, list these totafs with the respective catalog
rumbers and descriptions of the units on a sheet like the
wte Accessory Outline.”

These two lists should include everything you need in
your CONTEMPRA instaliation. You can transfer the tabu-
wted information directly to your requisition.
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CONTEMPRA Furniture

Sample Assembly Outline.

Assem-
bly Quan-
No. tity
(1) 1
i}
1
1
1
1
(2) 1
(3} 1
1
1
1
1
1
(4) i
1
1
{6) 1
(6) 1
{7} 1
1

Cat. No.

97-260

91-750G
817608
91-750Y
91-76502

" 97-208-D

order 3 parts:

93401
97-404H-D
97-490

97-340
91-730G
91-7202
91-720Y
91-7208
97-30A-D

97-260
91-750G

97-20A-D

order 4 parts:

97-490
97-405-D
931-500D
91.59A

91-843C

97-760
97-70L-D

Description

Drawer Unit with .
Green, Drawer Head !
Beige, Drawer Head
Yellow, Drawer Head ¢
Orange, Drawer Head

Duratek Top

Fume Hood Assembly
Superstructure
Work Top
Base Unit

Drawer-Cupboard
Unit with . :
Green, Drawer Head |
Orange, Drawer Head
Yellow, Drawer Head
Beige, Drawer Head = |

Duratek Top

Drawer Unit with
Green, Drawer Head

Duratek Top
Sink Assembly
Base Unit
Work Top
Sink Basin
Plumbing Package
Wall Case {4 t)
Revolva-Drawer Unit

Duratek Top

Sample Accessory'Outline

Quantity

O s = N~ A et ek ot ot =3 3t 3

1
39 ft

1 qt

Cat. No.
91-100

91-110
91-111
91-250
91-265
91-350
91-357
9%-360
91-363L-R
91-381
91-382
91-383
91-384
91-387
91412G
9%-412V
91-412A
91-436

. Description

Semi-Permanent Ce-
ment, Cartridge
Cove Molding
Cove Molding Cement
Laboratory Stool
Biology-Science Chair
End Fitler Panel
Knec Space Filler Panel
Transition Filler Panel
Service Shelt £nd Filter
Service Ledge, 4 f1
Sorvice Ledge, 8 ft
Service Shelf, 4 ft
Service Shalf, 8 ft
Service Shelf, Corner
Double Cock, Gas
Double Cock, Vacuum
Double Cock, Air
Electrical Flush Box
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CONTEMPRA Furniy,
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CONTENpRA Construction

%0

CHANGES IN CONSTRUCTION

Fisher reserves the privilege of changing the
design, matesials and construction of CON-
TEMPRA Fumniture as improved designs, ma-

terials or camstruction methods are developed. -

The value of the units which are changed
will in all cazes be equal to or greater than the
original units.

Details of CONTEMPRA drg wer conssruction,

FISHER SCIENTIFIC COMPANY
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CONTEMPRA Furniture
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Iy : H 2. Horizontal frame rails between all drawers, and between
sstion Qi CONTEM PRA Base Um‘&s drawers and cupboards, strengthen and add rigidity to
the base units.
" Al base units have a one-piece case bottom which gives .
additional rigidity and helps make the interior dust- 3. Replaceable neoprene gasketing around all- doors and

- tight,

All units have dust-tight back panels that can be

drawers makes them dust-tight and deadens the noise of
opening and closing.

removed to check utilities without moving the cabinet 4, Holes for the door hinges are pre-drilled. The door is
or the assembly. removable for repairing.
* The interior of all base units is smooth to facilitate 5. Door hinges are of the 5knuck!efmsmutvonal type, -
cleaning, and is painted shell white to give maximum - 2-1/2 inches high, with satin-chrome finish
reflection of light inside the cupboards and drawers.
iecti i } 6. Doors and drawer heads are of double-panel con-
There are na prajections to catch and fold dirt. struction. Both panels are completely finished and
The full weight of the unit is cafried by the vertical end painted inside a‘gj ou't_fbefore they are assembled. There
uprights. They are punched to hold the drawer case are no unprotected surfaces.
?23;’2_6"5 and the removable drawer-cupboard alignment 7. Door panels are reinforced by interior channels.
£. Drawer case channels fit into slots in the back panel and - 8. Doors and ddrqwenhead_s 'are filled with a honeycombed
end uprights; they stide on ball-bearing nylon rollers. sound-deadening material. )
Cupboard shelves {not shown) are removable, and are 9. Doors 0%3" a full 180; The‘/bWi"d"""'i’da 200'90‘-‘20
adjustable in 1-1/4-inch steps. The adjustment slots are man without racking the cupboard or damaging the
in the vertical uprights, covered on the outside so that hinges.
. F i ] hat the
dust canniot enter. Formed construction assures that 1 10. A roller catch holds the doors closed and prevents wear

shelves do not have sharp edges.

on the finish at 1he door edge

A TN R T B TR TR SR T [ e

. . l
Double cupboards have two removable half-depth 4
shelves that can be used to make one full-depth shelf or
two half-shelves with room in front for tall botties or N
other )equlpment (Extra shelves are available as scces- Drawer Construction §
sories. A

‘ 11. The removabie drawer-heads are interchangable to Es
Single cupboards have a full-depth pull-out shelf on permit color-coding. F mé
nylon rollers like the drawers. These shelves can be . 3 .Qf‘jj«.
remaoved and used as trays to carry bottles and small 12. An easy-access screwdriver notch facilitates instaliation : E"
apparatus. and interchange of the colored drawer-heads.
The recessed toe-space is completely enclosed to keep 13. Drawer and door pulls are strong die-castings with
dust out of the cabinet. . polished chrome finish.
Strips of urethane foam, backed with adhesive Mylar 14. Drawers roll on nylon rollers, eliminating metal-to-metal
tape, are cemented to the top of the base units to wear, A safety stop prevents the drawer from being
nrovide @ dust-seal between the work top and the removed unintentionally.
cabinet.
. 15. Nylon tabs prevent side-play in the drawers, s0 that they
Pre-dritfled holes, fitted with chrome-plated caps, make open and close smoothly no matter how heavily they are
it easy to bolt base units together in assemblies. The loaded. Drawers are self—clpsmg for the last 3 inches.
finish will not be damaged when the caps are removed. They stay closed and will not bounce open when
’ . stammed shut.
All four corners of the unit have reinforcing gussets that
hold 3-inch-fong leveling bolts, These make it easy to
. bring the base into perfect alignment with adjacent
units,
The heads of the leveling bolts are reached through CO'QY COde
access holes with removable flush cover buttons. The for CONTEMPRA Drawer Fronts
bolt-hieads are siotied to permit easy adjustment with a .
screwdriver. When ordering CONTEMPRA base units, the color must
be specified for each drawer. The number of each
drawer (in parenthesis after the drawer dimensions in
each description} must be given. plus the code for its
color. Coior codes are listed below. (Fisher will supply
Slate Gray drawer fronts if no other colors are speci-
H fied.
Door Construction ’
S Slate Gray | 2 Yellow
Z . e QOrange B...... ..., Beige

1. A removable frame, which forms the front face of the G.......... Green
unit, determines the arrangement of drawers and cup- ;
Loards in the cabinet, and aliows easy access 1o the ;
service lines, «ven on all-drawer units. - :

'
HODERN LABORATORY APPLIANCES o N9l f
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C CONTEMPRA Furnit.

- CONTEMPRA Base Units
Standing-Height, 36 Inches

A Drawer-Cupboards

22— 24" -

[P Cn e L | R

' 97-430 97-470

97-345

All of the above base units have a number key on their drawers and cupboard doors (see the corresponding numbers on the charts
below for drawer and cupboard dimensions). These base units are supplied without work top and service shelving. To complete them,
select a work top (you have a choice of four materials) fram page 1207 and the matching service shelving from page 1210. Note: you
can specify any of the five CONTEMPRA colors (see Color Code below) for each drawer front when ordering. Cupboard doors, how-
ever, are always supplied in slate gray.

. 97230

97-330

97-230. This versatile 4 97-530. This conven- 97-340. This excelient 97-430. Two roomy 97-470, Here is a sub-

unit fits easily into
left-aver space at the
end of bench ~as-
sembliess or other
tight installations,
providing more stor-
age for busy rooms. It
has one WNo. 50
drawer and one No.
20 cupboard. The
cupboard has a full-
size rollout shelf
that's easily removed
for use as a tote tray.
Shipping weight, 110

fent, waell-balanced
unit  complements
almost any lab as-
sembly, it has a
double No, 80 cup-

board with doors that -

open a full 180°
Each cupboard has
two adjustable half-
depth shelves that are
easily removed. Two
No. 20 drawers sup-
ply additional storage
space. Shipping
weight, 155 pounds.

unit supplies storage
space of three types,
capable of keeping
several kinds of lab
items. There's a large
No. 30 drawer, three
small No, 20 drawers,
and a roomy No. 50
cupboard. The cup-
board has one roll-out
shelf that doubles as a
tote tray. Shipping
weight, 185 pounds.

Each, $172.00

No. 50 drawers and a
double No. 20 cup-
board make this unit
suitable for storing all
types of fab equip-
ment. The cupboard
has two half-depth
shelves that are ad-
justable and easily re-
moved. -Shipping
weight, - 180 pounds,

Each, $167,00

stantial unit that pro-
vides a generous sup-
ply of drawers (two
No. 40's and tour No.
80s) plus a roomy
No. 20 cupboard, The
cupboard has one
roll-aut shelf - that
comes out easily and
doubles as a tote truy.
Shipping weight, 23%
pounds,

Each, $206.50

pounds. - ) Each, $149.00
Each, $104.50
COLOR CODE
FOR CONTEMPRA DRAWER FRONTS

Fisher will supply Slate Gray drawer fronts if no other

colors are specified.

S Slate Gray AP Yellow

Z... . ...Qrange B.......... Beige

G.......... Green

INSIDE DRAWER DIMENSIONS
Drawer Width Depth* Clearance INSIDE CUPBOARD DIMENSIONS
Code Inches Inches Inches
Cupboard _ Width, Inches Depth* Height

No, 10 14-1/18 18-1/32 1-5/8 Code {Singla) {Double)  Inches  Inches
No, 20 14-1/15 18-1/32 51/8
No. 30 30-3/4 18-1/32 5-1/8 No. 10 21172 44 20-3/8 27
No, 40 20-1/168 18-1/32 1-5/8 No. 20 21172 a4 20-3/8 20
No. 580 20-1/18 18-1/32 5-1/8 No. 30. 21.1/2 44 20-3/8 16-1/2
No. 80 42-3/4 18-1/32 5-1/8 No. 40 15-1/2 32 20-3/8 27
Na, 80 42-3/4 18-1/32 8-7/8 No. 50 15-1/2 32 20-3/8 20
No. 90 8-7/8 18-1/32 5-1/8 No. 90 11 31 27

*Front to back of drawer. *Front to back of cupboard.

192 FISHER SCIENTIFIC COMPANY
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8. All-Drawer Units

CONTEMPRA Base Units
Standing-Height, 36 Inches

Approved For Reiggse 2001/08/07 : CIA-RDP78-06501A00Q800Q:2R02ha Furniture

97-150

97-260

97-350

97-460

97-480

All of the base units on this page have a number key on their drawers and cupboard doors (see the corresponding numbers on the
charts on the preceeding page for drawer and cupboard dimensions). These base units are supplied without work top and service shelv-
ing. To complete them, select a work top (you have a choice of four materials) from page 1207 and the matching service shelving

from page 1210. Note: you can specify any of the five CONTEMPRA colors (see

ardering. Cupbuard doors, however, are always supplied in slate gray.

97-150. This narrow
width (18-5/16

97-260. This versatile
unit has four generous

97-350. This unit's
special size drawers

97-460. Medium to
farge size lab items

Color Code below) for each drawer front when

i

- 97-480. This unit has

three high drawers
which extend the

inches) unit hefps sized, unpartioned (inside dimensions: will find plenty of i € th
make wali-to-wall as- No. 50 drawers. 14 inches wide by 18 room in this unit. It entire width of the
semblies more flexi- Cnoose a different inches front-to-back has five unpartioned base unit (one Ne..60

ple. It has five unpar-
tioned drawers (two
No. 10 drawers and
three No. 305} that
are ideal for storing
all types of tab equip-

CONTEMPRA color
for each drawer and
you will have a color
coded wunit that is
handsome and ex-
tremely useful. It fits

by 12 inches deep)
provide excelient stor-
age space for many
rmedium-sized labora-
tory items. It's ideally
suited for storing

drawers, two No. 50
drawers and three No.
60 drawers (the fatter
extend the entire
width of the wunit).
The storage capability

drawer and two No.
B80's). They are ideal
for storing glassware
such as flasks and
beakers in an upright
position or very ong
and burbts,

ment. Shipping into almost any lab bulky tinen supplies of this unit makesita pipets
weight, 130 pounds. assembly. Shipping too. Shipping weight, prime candidate for Shipping weight. ?00
Each, $123.00 | weight, 145 pounds. 185 pounds. any lab assembly. . i
Each, $131.00 Each, $157.50 Shipping weight, 230 Each, $17300
: pounds. '
Each, $187.00
’ ¥
o
: COLOR CODE H
FOR CONTEMPRA DRAWER FRONTS i
¢
Fisher will supply State Gray drawer fronts if no other H
colors are specified. _
L SR Slate Gray Yoiiinrennn Yellow. - ’ : o
C. Cupboard Units Z.. ... Orange B.......... Beige : -
: G.......... Green i

RS T

- 97-320. The doors on
this double No. 40
cupboard can be
opened 180°, giving
access to the com-
plete interior. Every
sauare inch of space is
usasie; - there are no
POSts OF SUPPOrts to
interfere.  Two half
depth shelves {wide as
e cauinet) are-easily
suiusted in height and
st as easily removed.
Shipoing weight, 115
nounds.

Feacn, $121.00

MODERN LABORATORY APPLIANCES

Approved For Release 2001/08/07 :
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97-420. This double
No. 10 cupboard pro-
vides the largest un-
obstructed storage
space of any CON-
TEMPRA base unit.
The cupboard ares
has no bothersome
posts and the doors
open 8 full 180° to
allow complete ac-
cess. Two half-depth
shelves are easily ad-
justed in height and
just as easily removed.
Shipping weight, 160
pounds.

Each, $135.00

1193

CIA-RDP78-06501A000300020020-4




TR g e, SRERA A e

oy

C"Kﬁfi%%«f‘mf@@egée 2001

i

108/07 : CIA-RDP78-06501A00R300020020-4

4

CONTEMPRA Base Units
Standing-Height, 36 Inches

Q Corner Units

]

In muost Iaberatories, corpers become wasted spsce or, at most

remain

materials) from page $207 and the matchin

fram page 12710,

97-760. This Revolva-
Drawer unit provides a
dauble tier of storage
drawers for small to medi-
-um sized articles. The two
tiers of four No 380
drawers each’are moumted

side-by-side on a swiveling

panel. When ‘the panel is
turned, one set of drawers
swings into place in the
open front of the cabinet.
By releasing the loeking
mechanism and pushing on
the drawers like a revalving
door, ‘you bring the other
tier to the front. One tier
of drawers comes in
orange; the other ome is
slate gray. (This base unit
" requires a Style L Tift-in
work top and the special
No. 91-387 Corner Service
Shelf.) Shipping waeight,

235 pounds,
Each, $215.00

97-760 Revolva-Drawer

The left-hand tier
of drawers.in use

1194
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97-790. Similar to the
Revolva-Drawer this base
unit has a roomy No. 90
cupboard big enough for
large apparatus or reagent
bottles. The unit requires a
Style L Tilt-ln work top
and the special No. 91-387
corner service shelf. The
cupboard door is supplied
slate gray. Shipping weight,
125 pounds.

Each, $115.50

{2 unique hexagonal unit

ineflicientty ' used. The designers of Fisher
CONTEMPRA furniture have d»qelﬁped thres solutions to this
prottem: 1. the Revatva-DrawerT

offering eight drawers for storagel, 2. the standard corner unit
(a spacious hexagonal cupboard base unit), and 3. @ Square
Corner Assembly (simply a sguare corner apron that fits
between adjoining base units; it has no storage space). The base
units here have a number key on their drawers and cupboard
doors (see the corresponding numbers on the charts on page
1192 for drawer and cupboard dimensions). These base units
are supplied without work top and service shelving. To
complete them, select a work top {you have a choice of four
g service shelving

97-760

Square Corner Assembly.

. This economical assembly
is ideal for crowded
corners. The l-shaped as-
sembly uses a corner apron
instead of a corner base
cabinet and thus saves 8
inches of space on each
wall.

The No. 97-690
Corner Apron is a strong
frame 24-3/8-inch square,
which is bolted to the ag-
joining base units. It sup-
ports a square work top
and a special~service ledge
or service shelf. The space
in front, where the two
lines of furniture meet, is
neatly closed by a special
filler panel supplied with
the assembly. The space
under the work top is not
used. Two complete as-
semblies (each with a

choice of two work tops)
are available.

Swing the

Revolva-Dirawer

97-790

Square Corner Assemblies

For 24 inch deep base units
97-690, Corner Apron

{with front
filler panel).  $ 42.00
plus Style B work :
top, see page
1208
with
91-389  Service Shelf,

8inches high $ 40.50
For 29 inch deep base units
97-690. Corner Apron
{with front
" filler panel)
plus Style A work
© top, see page
1208

$ 4200

with

" 91-389-3 Service Ledge,

3inches high $ 40.50

and the right-hand
drawers appear

FISHER SCIENTIFIC COMPANY
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CONTEMPRA Sink Base Units

p- 2224y
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97-290

' 97-290, SINK BASE UNIT, 24 Inches Wide. This versatile unit -

will fit into almost any lab assembly. It has a useful single No.
20 cupboard (21-1/2 inches wide, 20-3/8 inches deep, 20
Inches high) for convenient storage. The base unit itself is
supplied shell white and the cupboard door is slate gray. The
sink panel above the cupboard door is available in any of
the handsome CONTEMPR A colors (see color key on next page).

Note: the sink base unit is supplied without work top,

- basin, service shelving, and plumbing fixtures. To complete the

sink unit choose a Duratek ar Tech-Top work top, StyleSorT
with centered sink basin cut-out (see chart on’ page 1208).
Then match the work top with the proper service shelving.
Regardless of what work top material is chosen a No. 91-5050
Duratek sink basin {16 inches wide, 12 inches front-to-back,
and 8 inches high) is required. The following plumbing fixtures
{order separately) will complete the unit: No. 91-402 Double
Faucet (hot and cold water valves), No. 91-510 Glass Trap
{Pyrex), No. 91-511 Overflow (Pyrex) beehive-type, and No.
91-809 Sink Hangers. Shipping weight (base unit only) is 95
pounds. '

Each, $89.00

97-390. SINK BASE UNIT, 36 Inches Wide. This sink unit can
be used in almost any lab assembly and has a roomy No. 50
double ‘cupboard for convenient storage. (Cupboard inside
dimensions: 32 inches wide, 20-3/8 inches deep, 20 inches

high.) The base unit itself is supplied shell white and the

cuphaard door is slate gray. The sink pane! above tho cupboard
door is available in any of the handsome CONTEMPRA
colors {see color key on next page).

Note: the sink base unit is supptied without work top,
basin, service shelving, and plumbing fixtures. To complete it,
choose a Duratek or Tech Top work top, Style S or T with
centered sink basin cut-out {see chart on page 1208). Regard-
less of what work top material is selected a No. 91-500D
Duratek sink basin {24 inches wide, 16 inches front-to-back, 8
inches high) is required. The same plumbing fixtures that
complete No. 97-290 will complete the sink unit. Shipping
weight for base unit only, 126 paounds,

‘ Each, $118.00

9%

' 97-490. SlNk BASE UNiT, 47 Inches Wide. This large sink
“-unit is a useful component for any lab assembly. It has an

unobstructed No. 20 double cupboard {doors open 180°) for
convenient storage. The base unit itself is supplied sheli whita
and the cupboard door is slate gray. The sink panel above the
cupboard door-is available in any one of the handsome
CONTEMPRA colors {see color key on next page}.

Note: the sink base unit is supplied without wark 10p,
basin, service shelving, and plumbing fixtures. To complete this
sink unit, choose a Duratek or Tech-Top work top, Style S or
T with offset sink basin cut-out (see chart on page 1208).

The No. 97-490. base unit also accommodates a 55
inch wide work top (either No, 97-569C-D, or No, 97-59C-T or
97-69C-L) for an istand assembly. These work tops are used
without backsplash,

Regardless of what work top material is selected a No.
91-600D Duratek sink basin (24 inches wide, 16 inches
front-to-back, 8 inches high) is required. The same plumbing
fixtures that complete No. 97-290 will complete this sink unit.

hippi eight for base unit only is, 145 pounds.
Shipping weig m e Each, $125.00

97-790. CORNER SINK BASE UNIT. This unit provides an
ideal way to make any corner assembly highly useful—as a sink
and as a convenient storage area. The unit is supplied with o
basic shell white cabinet and a slate gray cupboard door. The
single No. 50 cupboard has inside dimensions of: 15-1/2 inches
wide, 20-3/8 inches deep, 20 inches high.

Note: the sink unit is supplied without work top, service
shelving, and plumbing fixtures. To complete the sink uni
choose a work top, cither 97-70M-D or 97-70M-T with sio%
basin cut-out {16 inches wide by 8§ inches deep by 12 inches -
front-to-back), and the matching special corner sarvice 5
No. 91-387. The same plumbing fixturus that cormalet :
97-290 will complete this sink unit. Shipping weight for e
unit only is, 125 pounds.

y P . Each, $117.00

FISHER SCIENTIFIC COMPANY
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CONTERMPRA Versa-Table Units

Adaptability is the outstanding feature of CON-
TEMPRA Versa-Tables. They function as tables and"also as
base units. As-a result, they have many useful and varied
applications in both new and existing laboratories. ‘

The seven efficient Versa-Table units come in widths
ranging from 24-5/16 inches ta 80 inches and in styles with one
drawer, two drawers, and no drawers. There's sven an
adjustable Versa-Table that fits any odd space between 24-5/16
inches and 36 inches wide—it expands and contracts in 1/16
inch steps.

Versa-Tables transform wasted or unused space into
valuable work space. In addition, they are just as stylish as
CONTEMPRA base units. You have the option to choose from
five CONTEMPRA colors of Versa-Table drawer fronts,

Versa-Table units can be used in several ways:
1. bolted between two base units,
2. bolted to one base unit and supported
on the other end by legs, or
3. and 4. suppogted completely by legs. e

The ﬂex'ibility, however, does not stop.here. Versa- -
Table units—whether . bolted "onto cabinets -or set up on
legs—can be installed at either a 30 inch sitting height or a 36
inch standing height. (The sitting height is ideal for personnel
using microscopes and other instruments that are normally-
operated while In-a sitting position.} Either way, Versa-Tables
help to ellminate. fatigue by supplying ample leg room when
sitting and offering an-ideal working height for standing : .-
activities.

With seven Versa-Tables to choose from, these units . "
provide enough flexibility to meet any spacs, height, or storage ’
requirement. They readilv adapt to the changing needs of your
taboratory. Even previously installed units can be easily dis-
mantled and rearranged to meet new lab requirements.

Versa-Table units are supplied without work tops. These
can be selected according to the resistance required by your
particular laboratory work. {Several work top materials are
available; ses work top section on pages 1207 through 1209.)
All work tops have the exclusive Fisher “Tilt-In'’ design which
saves time and money during installation.”

L]

There are "Tilt-In’’ work tops for Versa-Tables in.styles
for wall assemblies, and for island or peninsula assemblies. The 3.
latter offers a further option of a central service shelf or no
service shelf for an unhampered, fiat work surface.

Note: A handy Fite Drawer (No. 90-180, described on
page 1195) is an ideal accessory for the Versa-Table. 1t’s a fine
under-the-bench file drawer and desk combined. Just another
fine exampie of how CONTEMPRA furniture units comple-
ment each other and expand their versatility.

In addition to the Versa-Tables themselves, any of the
CONTEMPRA “Tilt-In” work tops can be suspended between
two base units like a Versa-Table, supported by a pair of No.
- 97-610 Right-Angte Brackets. They cannot be used at the end
of an assembly or as open tables, since there is no way to
attach the Versa-Table legs.

Work tops used in this way make it easy to fill odd-sized
spaces in an assembly. When planning for this type of
installation, remember that Restek work tops can be cut to any
desired length with ordinary wood warking tools. Duratek and
Tech-Top work tops require carbide-edgad Lools.

198 " FISHER SCIENTIFIC COMPANY
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Versa-Table Units

Versa-Tables with drawers display a number key on these drawers (see the corresponding numbers on the chart belaw for drawer di-
mensions), Versa-Tables are supplied without work tops and service shelving and must be mounted on either legs or base units (your
option). To complete them, select a work top (you have a choice of four materials) from page 1207 and the matching service shelving
from page 1210. For information on legs and mounting brackets see page 1200, for base units see pages 1192-1195. Note: you can
specify any of five CONTEMPRA calors (see Color Code belowl for each drawer frons when ordering.

One Drawer .

97-620. A versatile
and narrow unit just
right for use as an
individual work sta-
tion, 1t has one No.
10 drawer for conven-
ient storage. Shipping
weight: 40 pounds.

. Each, $39.25

. Ons Drawer

97-630. An excellent
unit for use as an indl-
vidual work station. it
has one No. 40
drawer that supplies
good storage space.
I1t's an ideal unit to
combine . with  two
under bench " flles,

Adjustable Bench

97-635. This versatile
unit makes possibie a

neat wall-to-wall in-.

stallation of CON-

TEMPRA case work -

almost regardless of
space availsble. It's
adjustable from 23
inches to 36 inches in

One Drawer

97-655. Excelient for
use as an in-lab desk.
This roomy Versa-
Table has one No. 40
drawer for convenient
storage. Shipping
weight: 55 pounds,
Each, $73.60

1/16 inch steps. Now
. e you can customize
Each, $60.25 N any lab Installetion
S & with this standard
unit. 1t has no
drawers. Shipping
weight: 26 pounds.
. Each, $39.25

Shipping weight: 507 ..
pounds ’

INSIDE DRAWER DIMENSIONS

Orawer  Width Depth*  Clearance
" ”\“5\' zg-/—'-\w » Code Inches inc.hes inches
" 4, . No.10 141/16  181/32 1-5/8
T‘ ‘ :‘;}' ~No.20  14-1/16  18-1/32 51/8
<. No.30 30-3/4 18-1/32 5-1/8
No.40 20-1/16 1_8;1/32 1-5/8
97-650 97-660 *Front to back of drawer.
Drawer Open Bench Open Bench
. The two No. | 97.650. This simple | 97-660. Identical to COLOR CODE
and 47 | unit ofiers a practical | No. 97-650 but wider. FOR CONTEMPRA DRAWER FRONTS
of this way to fil! leftover or As a result, this unit
make it unused space in the invites use of under Fisher will supply Slate Gray drawer fronts

tor use as a desk.
Simpry  support it
Wwith legs and one No.
90-180 Under Bench
Fig¢, Tor example, and
you a’e ready to write
reports, eic. Shipping
weighi: 65 pounds.

Each, $81.00

faboratory. It has ade-
quate work top space,
leg room to spare, and
simply provides & re-
freshing break in solid
assemblies. It has no
drawers. Shipping
weight: 25 pounds.
Each, $29.00

bench files 10 make a
fine faboratory desk
work area, complete
with filing and storage
capability. Shipping
weight: 35 pounds.
Each, $29.00

MODERN LABORATORY APPLIANCES

if no other colors are specified.

...... Yellow
Bl . Beige
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ﬁﬁratory Refngeratars
and Freezers

FREEZER AND REFRIGERATOR UNITS are all 34-1/2-

inches high, so that addition of a Tilt-In work top and a section
of service shefving will complete it as a base unit that wilt fit
directly into any furniture line-up. A pair of No. 97-610
Right-Angle Brackets must be used to support the top between
the two adjacent base cabinets.

The refrigerator doors are hung so that they will not

interfere with the drawers or cupboards on either side when *

they are opened. They can be mounted 10 open from the left
ar right, as desired. Magnetic latches make it easy to open and
close the docrs with one hand.

The interior of a Fisher refrigerator is a vacuum-formed
one-piece high-impact polystyrene shell with no recessesto
trap spilled materials. 1t is stain-proof, chip-proof and
corrosion-proof, and easy to clean if anything is spilled. The
refrigerator body is the same heavy-duty steel used in the
CONTEMPRA  base units, finished in baked white enamel.
Heavy insulation between the inner and outer casings makes it
possible for the interior to be brought down 1o 35°F (the
normal operating temperature) in about half an hour after the
refrigerator is turned on.

The sealed compressor, which is covered by a five-year
warranty, is in a compartment in the base of the cabinet, with
its air intake and exhaust through a front grille. A single
control knob on the front of the cabinet regulates the
compressor cycle to produce the desired degree of refrigera-
tion. The working temperature for most models is 35° to 40°F,
but the compressor control can be adjysted to mtaln
- temperatures as iow as 17.6°F
; The floor of the refrxgeratlon compar'tment serves as a
permanent shelf, The front is a glass-covered storage tray which
can be removed to get extra space for large bottles, The other

shelves are zinc-plated steel, providing ample circulation of air .

through the chamber.

97.910. LABORATORY REFRIGERATOR, Standard Model,
Fisher. This refrigerator has a capacity of 4 cubic feet'ontwa -7 -

perrnanent shelves pius a freezing compartment. The door liner
has space for some additional storage. The normal operating
range is 35 to 40°F, but the compressor control can be
" adjusted to maintain temperatures as low as 17.6°F. Exterior
dimensions of the refrigerator: 23 inches wide by 32-1/2 inches
high by 21-7/8 inches deep {front-to-back) including the door.
Inside, it is 19-1/8 inches wide by 24-9/16 inches high by
18-1/16 inches deep. Shipping weight, 113 pounds. Operates
on 115 volt a-¢, 50-60 Hz.

Each, $225.00

97-920. LABORATORY REFRIGERATOR, Self-Defrosting
Modei, Fisher, The capacity of this model is 4.5 cubic feet (2
shielvesi, byt it has no freezing compartment. Small bottles can
e storad in the door liner. Condensed moisture is autaomati-
cally dissipated during the off phase of each cycle. Normal
working temperature range is 35 1o 40°F, but temperatures
down to 17, u“k can be maintained by adjusnng the compres-
sor control. The interior of the refrigerator is 19-1/8 inches
wide by 24-9/16 inches high by 18-1/16 inches deep {frant-to-
hack)., The exterior dimensions: 23 inches wide by 32-1/2
wicnes - igh by 21-7/8 inches decp, including the door.
Shipping weight, 113 pounds, Operates on 115 volt a-c, 50-60

Hz.
Each, $225.00

MODERN LABORATORY APPLIANCES

CONTEMPRA Furniture

922310, Any of the six refngerators 71 fit neatly under the
Sﬁmh-hlgh CONTEMPRA work ops.
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The No. 97-8210 Hefnyerator bas both freezmg and storage
spREce,

1201

Approved For Release 2001/08/07 : CIA-RDP78-06501A000300020020-4




I R S

s

o
Y

CONTEMPRA Storage Cases

Urnaer the Counter
On the Wall
Against the Wall

CONVENIENT STORAGE for books, reagents and small
moparatus canr be provided in any assembly by including these
storage cases with adjustable shelves, available with or without
siiding doors of glass, chatkboord or tackboard. They are used
as woll-mounted cases as they are or as under counter cases
with the addition of a pedestal. The cases are finished in the
same shell white as othuer CONTEMPRA base units. Sturdy,
rugged construction makes them ‘as durable as all
CONTEMPRA units:

1. The case top and front horizontal rail are a single piece.

2. The ends are reinforced by the same strong uprights
used in the CONTEMPRA base cabinets.

3. All units have a smoothly finished case bottom. There
is no door track to hamper cleaning.

% The interior case bottom is removable for easy cleaning.

5. All cases have two adjustable shglv&s. -

é. The shelves are adjustable in 1-1/4-inch steps.

Approved For Ralgase 2001/08/07 : CIA-RDP78-06501A0#300020020:4, ., . .

Storage case
construction
details.

7. The sliding doors are suspended with nylon rollers on an
extruded atluminum track. The rollers cannot jump the
track and jam, yet the doors can readily be removed
and replaced.

8. Marrow (1-1/4-inch) extruded aluminum door frames
give an unobstructed view of the entire contents of
the case.

9. A center nylon guide holds the lower edge of the sliding
doors in place. There is no lower track to catch dirt.

10. BDoor panols (optional) double-strength glass, tackboard
or chalkboard, are set in extruded rubber gasketing.

11.  Door pulls are black anodized aluminum.

CONTEMPRA WAaALL CASES are ihe same as the under-
cauner storage cases, excepl they have no pedestal bases. They
are available as open shelf units without doors, and with
various coambinations of glass, chalkboard and tackboard
stiding coor penels. Togale bolts or lead masonry plugs are used
to secure the cases to the laboratory wall above the service
shielving, Cach storage case it supplied with two adjustable
shelves,

81-831. WALL CASE, 3% inches Wide, Gpen Shelves, Fisher
CONTEMPRA. This case has no door panel for easy access 10
reagents and books stored on its two adjustable shelves, each
34-3/4 inches wide by 9-5/8 inches deep. The height of the
case is 30-3/4 inches; depth, 12 inches. For doors, see chart
below. Shipping weight, 70 pounds.

Each, $72.00

91-803. SHELF, for use with No. 91-831 storage case (34-3/4
inchas wide, 9-5/8 inches deep).
Each, $4.00

21841, WALL CASE, 47 tnches Wide, Open Shelves, Fisher
CONTEMPRA. This case is 8 roomy 47 inches wide, with two
sheives 46-3/4 inches wide by 9-5/8 inches deep. There are no
doars. The neight of the case is 30-3/4 inchaes; depth, 12
inches. For doors, sea chart below. Shipping weight, 90 pounds.

tach, $85.50

#1.804. SHELF, for use with No. 91-841 Storage Case {46-3/4

inchies wice, 9-9/3 inches deep).

Each, $56.00

MODERN LABORATORY APPLIANCES

- 91-831 Wall Case with
91-816 Glass/Chalkboard dogrs
{See next page for additional . .
door materials.)
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L g ==
Pedestal Base s //_y
91-838 %

o or } g
91848
. Final Appearance

Doors for Storage Cases o CONTEMPRA  wall cases

aasily convert into under-

counter cases to handle
If it ever becomes necessary to add sliding doors to open wall obstructions.
. shelf storage cases or change present doors, you can do it with
5! little effort, A wide variety of door materials are available for
H installation on all storage cases. Note: all doors listed In the
chart below are available complete with lock ($5.00 additional -
cost). Just add an “L"” to.the door catalog number when

ordering, for example, 91-812 becomes 91-812L. Under Counter Storage Cases

- - CONTEMPRA storage cases are ideal for 'use !r(\ a
: K : Iy - laboratory assembly where an obstruction or irregularity {up
g&%&i Egghtgeh\imr;c;\ No. 91-831 Storage Case (35 Inches wide, 1o 17 inches) prohibits use of a full depth base unit. They are
gn?. . only 12 inches deep (10 inches less than the regular base
. units); they stand 36 inches high, including the & inch
pedestal. The Under-Counter Cases are made up of a

Exploded View

Door Materials

N - . . CONTEMPRA Wall Case (35 inches or 47 inches wide) and
g:‘;'ﬂg N?‘ (t\'A':gll?\/‘l%lt‘;f (Shell White P"§ZQP‘E’,'5 the matching pedestal plus doors if desired (see example - S
91812 Glass/Glass ¢$36.25  belowl. ‘ L
21815 . Glass/Chatkboard $50.25 C
1816 CockpoardiGless  wd - $22.00  91.838. PEDESTAL, 35 inches wide used to converta No. - - _

91-831 CONTEMPRA Wall Case into an Under-Counter
Storage Case. The pedestal raises the case 5 inches providing
continuous toe space and making the case a total 36 inches -
high. The pedestal also permits gasy floor cleaning withoul
endangering the case contents. The unit is supplied with twa
adjustable shelves.

91-817 Tackboard/Chalkboard $64.00
91.814" : Tackboard/Tackboard $50.26

b Doors for use with No. 91-841 Storage Case (47 Inches wide,
el 30-3/4 inches high).

To complete the pedestal, order a Neo. 91-8631 Wall

. Case and, if you wish, choose a pair of doors from e chari
Door Materials

. Catalog No, (Left/Right) Price/Pair on the next page. Each, $20.25
i 91:821 . Metal/Metal (Shell White} $54.00 )
i 91.8221 . Glass/Glass $41.09
. B Ghane/Chufkboard 35872 91-848. PEDESTAL, 47 inches wide, used in the same
E : 01.823" Ch‘;|kb;)ard/Chalkboard $72'50 manner as No. 91-838 except it converts No. 91-841 case {47
; 91.827 | . Ta(ikbuard/(‘halkboard $63.50 Inches wide) to an Under-Counter Case, To cormplete the
¢ 91.824 - T';c:H)(nrd/f"\rkboard 3\54‘50 pedestal, order 3@ Noo 81-841 statage case and, if vou W!?f‘».
! R & R choose doars from the next page. The unit is suppliog with

1 . two adjustable shelves, )
J N , . Each, $22.02

1
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CONTEMPRA Furniture

CCNTERMPRA “Tilt-In” Work Tops

Alf laboratory furniture bench tops endure a varicty of
mechanical abuses, corrosive chemicals, abrasians, stains, dyes,
and thermal shocks every working day. Different types of
taboratories, howevear, encounter different types and degrees of
such abusc. Hence, a lab’s work top material should be tailored
to the fab’s specific noeds. This is an important consideration
from the standpoint of everyday performance and from the
standpoint of economy.

Fisher nhelps make this matter of work top selection as

simpte and uncomplicated as possible by offering a choice of
four work top maleriais. Vhey are specifically designed to have
the resistance rating and price for either the high abuse
laihoratory, maderate abuse 1ab, or light environment tab.

The four CONTEMPRA work top materials are; Duratek
and COANINGTM Labtop--for high abuse labs; Tech-Top—for
moderate abuse labs; and Restek—for light environment labs.
All of these work tops are designed to complement the unique
Fisher CONTEMPRA line of furniture in sturdy construction,
contemporary styling and handsome appearance.

tn addition, CONTEMPRA work tops are versatile.
There are tive different work top styles for wall, istand, and
paninsula assemblies, and square corner and hexagonal corner
arrangemeants. CONTEMPRA work tops are available in dif-
terent dimensions, with or without backsplash, and with or
without cupsink and sink cutouts.

Moreover, CONTEMPRA work tops feature an anti-drip

design that helps control spilied liquids. This feature eliminates.

the possibility of liquids damaging drawer contents and
minimizes time consuming clean-up.

CONTEMPRA work top versatllity is matched in impor-
tance only by its emphasis on fast installation. CONTEMPRA
work tops are designed 1o cut down on labor time and hence
keep installation cost as low as possible,

When the service shelving and service lines have been
installed and the base units set up and leveled, the installer
simply “tilts-in" the work top until the backsplash can be
hooked under the front panel of the service shelf. Next, he
lowers the snelf into place, as shown below. Right from the
start the work top is automatically aligned with work tops on
both sides.

CONTEMPRA “Tilt-In’” work tops save installatio_n time,

MODERN LABORATORY APPLIANCES

Thanks to this design, the service shelving and base units
can be permanently leveled when they are installed. Hence,
they do not have to be sgparately releveled after the tops-are
put on, as is generally necessary with old style laboratory

furniture, . .
Spline grooves in the edges of the Duratek tops are used

to align the work surfaces of adjacent base units. When all the
bases and tops are in place, steel splines are driven into the

-channels formed by the adjoining grooves. This locks the tops

together in ane smooth, unbroken surface running the full
length of the assembly, Work tops without spline grooves
utilize a cement to smoath the joints,

Descriptions of all four CONTEMPRA work top materi-
als follow. A comprehensive chart with work top prices, styles,
sizes, etc. appears on the next page. .

DURATEKTM

A Duratek top is a solid casting of epoxy resin, specially
formulated to provide a combination of unusual chemical
resistance and outstanding mechanical strength, and cured and
toughened by a high-temperature bake. (It's recommended for
use in labs where heavy physical abuse is expected and high
chemical resistance is necessary.) Duratek is insoluble, infusi-
ble, self-axtinguishing, and completely resistant to heat and -
attack by high concentrations of most reagents. 9

Since every Duratek top is one solid unit,_{lt is

chemical-resistant all the way through. :
Thanks to Duratek’s silicious filler, it has exc?llen_t

resistance to abrasion. Note: Duratek has a coved backsplash,

hence there are no seams or crevices to trap liquids. i

{continued on next page)

’ b
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CONTEMPRA Furniture ' ‘

LABRTOP

Labtop is o premium quality gtass-ceramic work top
that has unparrallcled resistance (o chemical damage—nothing
will discolor it or change its beautiful appearance. It has
extraordinary resistance to all chemicals, corrosives, and stains,
with the single exception of hydrofluoric acid which causes a
slight etching. It's virtually torture proof.

This outstanding glass ceramic material is a perfect
blend of brawr and beauty. 1t has the greatest strength to
weight ratio of any work top material; has excellent chemical,
heat, impact, and abrasion resistance; and freedom from
hubbles and striations. It's built to withstand extremely tough
treatment and yvet has a beautiful matte white glare-resistant
finish that will enhance the appearance of any laboratory.

CONTEMPRA Work Tops

TECH-TOPTM -

Tech-Top is an economical work top material that™
particularly suited to the discerning lab director who wanis 2
medium-priced table top material without saceiticing gong
chemical and wear resistance. This work 1op is designed for use
in biology, entymology, and other life scicnce laboratories or
in any lab where the use of concentrated acids is not expecied.

Tech-Top is formulated undér pressure from an in-
organic asbestos cement and is then coated with a black epoxy
resin (noted for excellent resistance to practically all acids,
alkalies, and solvents) to form a non-porous surface. Hence, its
chemical and stain resistance is noteworthy.

In addition, Tech-Top is abrasion resistant and will not

: ... Dimensions
Unit Style Catalog No,* Backsplash Width Depth
. ) 97-10A.¢ ves 18-5/16" 29"
97-20A-* yes 24-5/16" 29"
97-30A-* yes 35~ 29"
i . 97-40A-* yes 47" 29"
Wall Units
with size and sink options 97-30R.* yes 35" 29"
97-40R-* yes 47" 29"
R ‘ 97-208-¢ yes 24-5/16" 29"
~ - 97.305* yes 35 2"
P 97-408-* yes 27" 29"
_ (Squa}e Corner Top) 97-70A-* yes : 30-5/16" 29"
_(Hexalj:gonat Corner Tops) 97.704-* yes . 29" 29"
HE 97-70K-* yes : 29" 20
97-10B.* ves 18-5/16" 24"
97-208-* yes 24-5/16" ’ 24':
97-30B-* yes 35" c 247
. 97-40B-* yes . 47" 24"
Wall or Island Units : '
with size and sink options 97-20T-+ yes 24-5/16" 2
97-30T-* ves 35" 247
97-40F* yes 47" 24
{Square Corner Top) . 97-70B-* ves 25.5/16" 24" -
{Hexagonal Corner Tops) 97-70L.-* yes ’ 24 24"
97-70M.* ves » 24" 24"
97-10C-* no 18-5/16" 24"
97-20C-* no - . 24-5/16" 24”
97-30C-* no 35" 2’-"“
. ) 97-40C.* no 47" 24
Istand Units .
with size and sink options 97-10D-* no . 18-5/16" 31
97.20D-* no 24-5/16" 31"
97-30D-* no 35" ':37”
97.40D-* no 47" 31
97-50U-* no 55 3"

{End or Istand Unit)

"Work top catalog numbers utilize a letter symbal on the end to indicate a specific work top materiaf: L. for Latitop,.D for Duratek,
Tfor Tech-Top, and R for Restek. Please use the right jetter to complete the catalog no. when ordering.
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vield 1o the ardinary day to day physical abuses of dropped

cramps of appliances, (tresists theemat shiocks very well,

. RESTEKTM

Restek tops meet the need for a durable, low-cost work
surface in the many university and hospital laboratories where
high chemical resistance is not of major importance.

A Restek work top has a2 melamine resin surface layer,
backed by a sneer of moisture-resistant polymer and perma-
nently laminated to a 3/4 inch flakeboard core.. Surface and
core are. bonded by a hot-press method that eliminates; the

-
CONTEMPRA Furniture

bubl¥ing ond fifting which create 2 problem with some
lamirerted materials, -

Restek is not as resistant 1o chemicols as Duratek or
Labtag, although spilled reagents will do no damage if they are
promgytly diluted and cleaned up. The melamine surface fayer
is resistant to moisture and staining, and the backing sheet
effectively waterproofs the flokeboard core, so there i8 no
danger of warping if water is spilled on the bench top and
allowed to stand. ; . .

Restek tops have good load-bearing properties and can

withstand - moderate physical punishment. They are not
darnaged by moderate temperatures; but cannot withstand high
temperatures as Duratek can,

Options

Waek Top Prices -

Duratek (D*) Labtop {L*) Tech-po"(T-‘")" Restek {R*}
$ 52.50 $ 5675 '$ 29.50 $ 21.00
$ 65.76 .08 78.00 $ 39.00 $ 27.50
$ 94.50 Y $102.00 $ 53.50 $ 41.00
$1265.75 $138.60 $ 73.25 $ 54.00
wicupsink cutout $103.95 $11700 $ 590.25 $ 47.00
wicupsink cutout $150.75 $162.00 $ 79.00 $ 61.00
wisink cutout $ 8650 - $ 9800 - $ 46.50 $ 37.50
w/sink cutout $113.50 $HID00 - $ 61.25 $ 51.00
w/sink cuiout $131.50 $152.00 $ 80.75 $ 64.00
$315.00 $130.00 $ 65.00 $ 51.00
, Price on Application $298.00 ¢ 80.00 $125.50
wisink cutout Price on Apptication $315.00 $ 89.00 $135.50
$ 47.25 $ 51.00 $ 24.75 $ 19.25
$ 57.75 ‘$ 63.00 $ 33.00 -$ 25.25
$ 87.25 $ ©1.75 $ 46.50 ) $ 37.25
$115.50 $122.00 - $ 62.00 $ 49.25
wisink cutout $ 71.00 $ 7875 L. $ 4080 $ 35.25
w/sink cutout $ 89.75 $110.00 $ 53.75 $ 47.25
wisink cutout $125.00 $142.00. , $ 60.25 < $ 59.26
$204.00 $ 93.00 $ 60.00 $ 47.00
$168.00 $181.00 $ 64.75 $105.50
w/sink cutout $175.00 $399.00 $ 68,75 .. $115,60
$ 37.25 $ 41.00 $ 21.50 $ 17.50
$ 49.00 $ 51,50 -$ 28,50 $ 22,75
$ 7550 $ 79.25 $ 40.25 $ 34.25
$ 99.75 $1034.00 $ 53.25 $ 4550
$ 42.00 $ a7.50 $ 27.50 $ 22.25
$ 60.00 T £8.00 $ 36.50 $ 27.45
$ 87.00 § B6.00 $ 51.26 § 41.25
$108.00 $17.00 $ 68.75 $ 56,50
w/sink cutout $141.00 $148.00 $ 69.25 $ 57.00

MODERN LABCRATORY APPLIANCES 1209
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-

Type &
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i STYLE C STYLE D
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5. Styles J and L Hexagonal Corner Tops and Corner
Service Shelving. The StyleJ top, 29 inches deep, is used with
a 3-inch corner ledge and Style L, 24-inches deep, with an
8.inch corner shelf. These combinations can be used with both
the Revolva-Drawer and the conventional corner cupboard
unit. Three No. 91-398 Mounting Clamps are supplied with
each corner ledge and three No. 91-399 Right Angle Brackets
are supplied with each corner shelf.

The Square Corner Assembly is ideal for crowded
corners. 1t utilizes a corner apron instead of a corner base
cabinet and thus saves 8 inches of space on each wall.

Special Combinations

. 6. When space is limited and an extra-shaliow assembly
is necessary, a Style B top and a 3-inch service ledge can be
combined as shown, giving an assembly only 26 inches deep
from front to wall.

7. If a little more space is available, a Style A work top
can be placed directly against the wall, without a service sheif.
This provides a clear work area 29 inches deep if fixtures are
not required, somewhat less if fixtures are deck-mounted at the
pack of the work area. Restek tops can be cut with ordinary
tools. Duratek and Tech-Top require tools with silicon carbide
edges.

) 8. if space is extremealy limited and fixtures can be
omitted or brought through the wall behind the assembly, a
St»;le B (24-inch) work top can be placed directly against the
. !

SPECIAL COMBINATIONS

E Type 6
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MODERN LABORATORY APPLIANCES

CON\, *RA Furniture, Fume Hoods
!

Fisher Conserv-Air
Fume Hood Assemblies

. i
Fishar's Conserv-Air Fume Hoods maintain 8 smooth,
uniform flow of air from the open face, directly across the
work surface and into two adjustable openings at the back of
the hood. There is none of the turbulence that can trap fumes
in the corners of conventional “box’" hoods, or even tarry
them out into the laboratory. .

The schematic disgram of the flow of air through a
Conserv-Air Furne Hood shows the design features that make
this control possible. ’

1. Curved vertical panels and a horizontal deflector
vene surround the open face of the fume hood and direct the
in-flowing air across the work surface. This directed current of
air sweeps all fumes and air-borne particles into the lower of
the two adjustable openings in the Asbestocite baffle: that
forms the back of the work chamber. L

A one-inch space between the horizontal deflector vane
and the front edge of the hood is always open, so that a stream
of air flows across the work surface even when the sash is
closed. The hood can never be "starved off'’ and its exhaust
action stopped by closing the front.

2. All Fisher fume hoods, including the redesigned
conventional hoods have a by-pass grille in the top of the hood.
This by-pass eliminates the jet of high-velocity air that blows
into ordinary hoods with increasing force as the sash is
lowered. :

When the sash is fully open, it biocks the grille and all
the air enters through the face opening. As the sash is pulled
down, more and more air comes In through the by-pass and
flows directly into the baffle openings, sweeping fumes out of
the entire work chamber.

The combined flow- through the by-pass and the sash
opening is always the same. A Conserv-Air fume hood
consequently draws a constant volume of air out of the
laboratory, no matter what the position of the sash, and
continually purges any fures from the hood and duct system,

3. Even when the sash is-completely closed, the air
flowing under the deflector vane combines with the stream
from the by-pass grille to generate the regular pattern of
air-flow shown in the diagram. A Conserv-Air Fume Hood is
always functioning, as long as the blower is on.

This design gives Conserv-Air hoods several major
advantages. They: : o

Exhaust fumes more completely than either conven-
tional or balanced-sir hoods, assuring a substantial increese in
protection to personnel.

Draw 100% of the air exhausted across the work
surface.

Provide an automaticolly controlled flow of air thal
con't huild up into a violent “jet steam’” and blow out flames
or upsel apparatus when the sash is nearly closed,

Efiminate any likelihood that leaks in the exhuust line
can expel fumes into the laboratory.

{continued on next page)

1213

Approved For Release 2001/08/07 : CIA-RDP78-06501A000300020020-4

et e g e By T rend oo t SR T 0 S . e s U i et




i
A
4
1
L3

g

o meet A T RS gt T R GG TN N  T A gy e AN g e o £

Approved For Relgase 2001/08/07 : CIA-RDP78-06501A880300020020-4

CONTEMPRA Furniture, Fume Hoods )

FUME HOOD ASSEMBLY, Auxifiary Conserv-Air, Six-Foot,
Explosion-Proof. Approved by Underwriters’ Laboratories for
Class |, Groups C & D hazardous locations. In this fume hood,
the incandescent lamp in the work chamber, the toggle switch
on the lamp, the motor-blower switch, all wiring ang the
electrical outlets on the hood are all explosion-proof. Qther
features and construction are the same as the Six-Foot Aux-
itiary Conserv-Air Hood assembly. Supplied without motor-
blowers, see page 1223. Shipping weight, 1370 pounds.

This assembly consists of:

One each, 93-602E. Main Superstructure w/Class 1,
Group C & D Electrical Fittings

Oneeach, 93-606.  Auxiliary Plenum Dome

One each, 97-60E-D. DURATEK Top, 6 F1.

Two each, 97-390. Base Units
" Total price, $2134.00

FUME HOOD ASSEMBLY, Auxiliary Conserv-Air, Eight-Foot.
This Fume Hood Assembly Is Identical in construction with the
Six-Foot Conserv-Air Fume Hood Assembly except for its
eight-foot width and for the auxiliary air systems. Exhaust and
auxiliary motor-blowers must be ordered separately, see page

* 1223. Shipping weight, 1800 pounds.

This assembly consists of:

One each, 93-802. Main Superstructure
One each, 93-806. Auxiliary Plenum Dome
One each, 97-80E-D. DURATEK Top, 8 Ft.
Two each, 97-490. Base Units
Total price, $2083.00

FUME HOOD ASSEMBLY, Auxiliary Conserv-Air, Perchloric
Acid Model. Identical to the Conserv-Air, Five-Foot, Perchloric
Acid assembly (see page 1217} except for its auxiliary air
systems. Shipping weight, 1270 pounds.

This assernbly, consists of:

93-605. Main Superstructure -
93-506. Auxiliary Plenum Dome
97-290. Base Units
97.390. Base Unit
Total price, $2619.50

983-406. AUXILIARY PLENUM DOME, for Four-Foot
Conserv-Air Hoods. Same as No. 93-804-1 Auxiliary Plenum
Dome, except it Is designed to convert the 4-foot-wide
Conserv-Air models to an Auxiliary model. Shipping weight,

155 pounds.
_Each, $265.00

93-506; AUXILIARY PLENUM DOME, for Five-Foot Fume
Hood. Shipping weight, 310 pounds.
Each, $123.00

93.606. AUXILIARY PLENUM DOME, for Six-Foot Fume

Hoods. Replacing the superstructure cap of a 6 foot-wide .

Conserv-Air Fume Hood with this plenum converts it to the

. corresponding  Auxifiary. Conserv-Air model. An auxiliary

motor-blower must also be added. Shipping weight, 245 pounds.
Each, $341.00

93:806. AWULIARY PLENUM DOME, for Eighi-Foot Fume
Hood. Shipping weight, 370 pounds.
o Each, $450.00

1220
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Fisher By-Paso
e 5y 1 oy o
Conventional Fume nosa
| I
Assembiies
Fisher has increased the efficicncy of its conventional fume

hoods by adding a by-pass opening like those in the Consarv-
Air fume hoods.

£

When the fume hood sash is fully open, it closes off the
by-pass opening as shown in the diagram betow, so that all the
air is drawn in through the face of the hood. As the sash is
lowered, the by-pass opens, allowing more and more air to
enter as the face opening is closed off.

The total volume of air taken from the laboratory
remains constant, regardless of the position of the sash, so that
ventilation and air conditioning can be kept in adjustment. The
double airstream, entering at the top and front of the hood,
sweeps the entire chamber and. prevents ““dead”™ spots in the
hood. The velacity of the air stream increases as the sash is
pulied down, but no air blast builds up to disturb eauipmant in
the hood. )

FUME HOOD ASSEMBLY, By-Pass Conventional, Cupboard
Base, Four-Foot. Like the Conserv-Air models, this fume hood
has a double-wall superstructure of 16 gauge steel, finished with
a slate gray exterior and shell white Asbestocite interior. The
work top is Duratek.

1t'Is designed for a face velocity of 100 fpm with 5/8
inch static pressure in the hood and duct. A motor-blower is
not supplied with this model, but No. 17-091-12 Motor-Blower
(see page 1223) with an 875 cmf exhaust capacity can be
ordered separately to provide the 100 fpm face velocity. Larger
motor-blowers can, of course, be ordered when higher face
velocities are required.

This hood is 47 inches wide, 96 inches high and 30-1/2
inches deep over-all; with a work chamber 42 inches wide by
24 inches deep, and varying from 37 1o 44 inches high because
of the sloping baffles in the top.

The counterweighted steel-frame sash is safety glass. The
face opening with the sash fully raised is 30 inches high by 42
inches wide, or 8.75 square feet. The by-pass opening in the
top of the superstructure functions as an access pane! for
installing and adjusting the wiring and sash cables.

Sash closed, by-pass open

S0 EISHER SCIENTIFIC COMPANY
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By-Pass Conventional
Fume Hood Assembly
with Cupboard Base

The superstructure is mounted on a No. 97-490
CONTEMPRA cupboard unit, with a roomy double cupboard
above it. The duct from the chamber to the external exhaust
systemn is 10 inches 1D,

Cupboard doors are supplied in slate gray. Supplied
without motor-blower, see page 1223. Shipping weight, 8565
pounds, ) .

This Fume Hood assembly consists of:

93-401. Superstructure
47-40H-D. DURATEK Top, 30 inch Deep
97-490, Base Unit

Total price, $812.50

FUME HOOD ASSEMBLY, By-Pass Conventional, Cupboard
Base, Four-Foot, Explosion-Proof. This is an explosion-proof
version of the By-Pass Conventional Fume Hood assembly. The
incandescent lamp in the work chamber, the toggle switch on
the larnp, the motor-blower switch, all wiring, and the
electricel outlets on the hood are all explosion-proof, as listed
by Underwriters' Laboratories for Class i, Group C & D
harardous locations. A motor-blower is not supplied with the
fume hood, so an explosion-proof motor-blower must be
ordered scparately, see page -1223. Shipping weight, 775
pounds. .

This assembly consists of:

33401, Maio Superstructure w/Class 1,

Group C & D Electrical Fittings
27 40H-0. DURATEK Top, 30 inch Decp
97-4450. Base Unit

Total Price, $1498.50

MODERN LABORATORY APPLIANCES

Shipping weight, 575 pounds.
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. CC. EMPRA Furniture, Fume Hoods
FUME HOOD ASSEMBLY, By-Pass Conventional, Cupboard
Base, Remote Control Model, Four-Foot. Furnished with one
gas, one cold water and one 115 volt a¢ outlet in the hood and
with remote controls on the front of the base unit. The Duratek
work top has a 3x6 inch oval PYREX brand glass cup sink, The
base is the Na, 97-490H CONTEMPRA base unit, Otherwise it
is the same as the By-Pass Conventional Fume Hood Assernbly,
Supptled without a motor-blower, 50\n page 1223, Shipping
weight, 775 pounds.

This assembly consists of ;-

Superstructure

93-401.

97-40F-D. DURATEK Top w/Cupsmk Cutout
97-490H. Base Unit

91-436. Electricail Face Plate

91-422. Remote Contrbl Rod {G)

91-421. Remote Control Rod {CW)
91-661. Cupsink, 6 x 3 inches Oval

Total price, $886.25

FUME HOOD ASSEMBLY, By-Pass Conventional, Remote
Control Model, Explosion-Proof, Four-Foot. Supplied with the
services and remote controls described above, Supplied without
a motor-blower, see page 1223. Shipping weight, 795 pounds.

This as'sémbly consists of :

93-403E.  Superstructure w/Class |
Group C & D Electrical Fittings

97-40F-D. DURATEK Top w/Cupsink Cutout

97-490H. Base Unit

91-436. Electrical Face Plate
91-422. Remote Control Rod {G)
91-42%. Remote Control Rod (CW)
91-56%. Cupsmk 6 x -3 inches Oval

Total price, $1574.25

FUME HOOD ASSEMBLY, By-Pass Conventional, Cupboard
Basa, Six-Foot. {dentical 1o the Four-Foot.By-Pass Conventional
Fume Hood assembly on page 1220 except it's 70 inches wide
and inciudes a cupsink and faucet.

This assembly consists of:

’

One each, 97-60F-D. DURATEK Top, 70 inches

Two each, 97-390. Base Units
One each, 91-561. Cupsink
One each, 91-470. . Faucet

Total price, $1057.00

FUME HOOD ASSEMBLY, By-Pass Conventional, Cupboard
Base, Ramote Control Model, Six-Foot. This unit is identical
to the Four-Foot Remote Model above except it has six-foot
components. Shipping weight, 1185 pounds.

Total price, $1227.00

93-401. FUME HOOD SUPERSTRUCTURE, By-Pass Conven-
tional, Four-Foot. This is the superstructure only of the
By-Pass Canventional Fume Hood; the work top and base unit
are not supplied. It has double-wall of 16 gauge steeel, finished
with a slate gray exterior and sheli white Asbestocite interior.
It can be pfaced on a base unit and work top assembiy to
provide additional fume hood facilities in an existing lab
insiallation. Supplied without motor-blower, see page 1223,

Each, $578.00

93-601. FUME HOOD SUPERSTRUCTURE, By-Pass Conven-
tional, Six-Foot, Superstructure only for the Six-Foot By-Pass
Conventional Hood,

Each, $775.00

fcontinued on next page)
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‘Recommended Motor-Blowers for .
CONTENMPRA Fume Hood Assemblies f
' |
Face Sash Velocity Exhaust Recommeanded*® ;
Veiocity Oponing Total Static Pressure In Duct Collar Exhaust Blowers
Fume Hood (FPM) {sg ft/ CFM Hood Duct* Total {FPM) {1.D.) Catalog Nos.
Standard Models .
By-Pass Hood, 4 ft. w/cupboard base 100 8.75 g75 3/8 18" 12" 1600 10" 17-091-12
Remote Control Hood, 4 ft. 125 8.79 1005 3/8” 1/8" 12" 2000 10" 17-091-14
By-Pass Corwentional Hood, 6 ft. 100 13.75 1375 /2 1/4" 3/4” 2600 10" 93-809
Remote Controi Hood, 6 ft. 125 13.75 1718 1/2” /4" 3/4"  2200"** 10" 17-091-15
Conserv-Air Hood, Compact 4 ft. 70 75 525 1/4” 1/8" 3/8" 1500 8" 17-091-7 i
: Conserv-Air Hood, 4 ft. 85 75 638 3/8" 1/8" 1/27 1800 8" 17-091-4
Auxiliary Conserv-Air Hood, 4 ft. 100 7.5 750 1/2" 1/4” 3/4" 2100 8" 17-091-12
- Perchioric Acid Conserv-Air Hood, Compact 125 10.0 1260 S/e" - 1/4" /8" 2300 10" 03-807
j}: Perchloric Acid Auxiliory Conserv-Air Hood, 150 10.0 1500 3/4° /4" 1 1900*** 10" . 23-810
"_‘ ) Hadioactive Conserv-Air Hood, 5 ft. 126 10.0 125Q 5/8" 23/8" 3 2300 10" 93-803
1‘ Conserv-Air Hood,‘Compact, B ft. 70 125 875 1/4" 1/8" 3/8" 1600 10" 17-091-12
Conserv-Air Hood, 6 f1. 85 125 1063 ~3/8" 1/8” 1/2" 1900 10" 17-091-14
Auxiliary Conserv-Air Hood, 6 ft. 100 125 1250 1/2" /4" 3/4" 2300 10" 17-091-15
Conserv-Air Hood, 8 #1. 70 176 1225 1/4" .1/4" 1/2"  1600*** 210  17-091-14
N . . 85 17.5 1488 /4. /4" 12" 1900*** 210 93-809
+ Auxiliary Conserv-Air Hood, 8 11. 100 176 1750 3/8" 3/8" 8/4" 2200*** 210 1709115
" Auxitiary Modelst L .
. 70 ... 315t 1/8” 1/8" 1/4” 925 8" 93800
Auxilisry Conserv-Air Hood, 4 ft. 86 ... 300t 1/4" /8" 3/8" 1175 8" 93800
) 100 ... 450t 3/8" 18" 1/2" #1300 - a8 93-800
" Auxiliary Perchloric Acid Haod, 5 ft. 100 e Go0F 3/8 /g 172" 1100 10" 17-0017
: Auxiliary Conserv-Air Hood 6 ft. N 750t 1/2" 1/8" 5/8" 1400 10" - 93801
. . . = .
: 625t 1/8" 1/8" 1/4” 975 92.800
; Auxiliary Conserv-Air Hood, 6 ft. 638t 1/4" /8" 3/8" 1176 93-801
o 750t 3/8" /8" 12" 13757 A0% 93801
70 ... 7351' /8" 1/8” 14" 1350 10 17-091-7
Auxiliary Conserv-Air Hood, 8 ft. : 86 ... 893t i/4" 1/8° 3/8" 1650 10” 93-801
100 ... 1060t  3/8" 1/8" 1/2° 1800 10" .93-808

*Based on average of 1/8” or 1 /4* static pressure when fume hoods have less than 25 feet or equivalent duct length, a maximum duct
velooity of spproximately 2000 fpm, and @ known exhaust volume. Individual laboratories will vary and may require sizing the motor-
Siove=r at a hiigher static pressure.

* jf enplosion-proof motor-blowers are required you can order one by adding an “E* to the end of any of the above catalog numbers.
swxpocommend increase 1o 12-inch diameter exhaust duct to maintain satisfactory sound level in duct system.

tBased on g capacity equal to 6055 of the hood air requirerment.
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